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Appendix I 

Typical Cover Specifications for Level or Gently Sloping Residential Sites Located 

in Nashua and Hudson 

 

Typical Cross Section #1: 

Sites Treated With Asphalt or Concrete 
 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

Aasbest

well-draining sand and 

sandy gravel; 6" (min.) or 

more as needed to 

sustain land-use  

geotextile 

(optional) 

asbestos 

clean soil 

asphalt or reinforced 

concrete designed to 

sustain land-use 

3h:1v 

maximum 

slope 

 



Appendix I / Env-Sw 2100 I-2 

  

Appendix I 

Typical Cover Specifications for Level or Gently Sloping Residential Sites Located 

in Nashua and Hudson 

 

Typical Cross Section #2: 

Sites Treated With Vegetation 
 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Aasbest

well-draining sand and 

sandy gravel; 18" (min.) 

if no geotextile is used 

geotextile (optional). 

Note:   If geotextile is 
used, the sandy gravel 
layer shown above can be 
reduced or omitted. 

asbestos 

clean soil 

grass or similar ground- 

cover vegetation 

3h:1v 

maximum 

slope 

6" (min.) topsoil/loam 


